
Email Us
sales@wakeindustrial.com

  

We ship worldwide, offering 
any type of shipping method 
with  all  the  major  logistic 
companies  such  as  FedEx, 
UPS, DHL, USPS, and  a 
variety of freight carriers.

 
 
 
 

 
 
 
 
 

 

 

 

 
  
  

  
 

 
 
 

 
 
 
 

  

 
 

Stay In Touch

Wake Industrial, LLC 
1620 Old Apex Road 

Cary, NC 27513

Call: 1-888-551-3082 
International:1-919-443-0207

Fax:1-919-267-1705

Email: sales@wakeindustrial.com
Website: www.wakeindustrial.com

Damage Free Delivery

All of our products are cleaned, go through quality control and are 
shipped using a custom military grade foam to ensure your product 
arrives  undamaged. We  have  the  capability  to  ship  both 
small 1lb  products  and  large  200lb+ automation  parts 
regardless of your location.

www.wakeindustrial.com
Visit Our Website

Wake Industrial is not affiliated 
with nor an authorized distributor 

or representative of any 
manufacturers, brands or 

products listed.

All Products from Wake Industrial, LLC, come with:

Sales and Repairs                       Fast Shipping  Quality Guarantee

With standards like our 1 year 
warranty on ALL products, we 
can  guarantee  a  better 
customer  service  experience 
than any other company within 
our industry.

8 a.m. - 5 p.m. Sales Available 
International: 1-919-443-0207 

Toll Free: 1-888-551-3082

We specialize  in  providing 
immediate product delivery  
when  your  system  goes  
down. We have thousands 
of  In-Stock  automation  
products  and  offer  a  full  
range of repair options.

https://www.wakeindustrial.com
mailto:sales@wakeindustrial.com
mailto:sales@wakeindustrial.com
https://www.wakeindustrial.com
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Documentation
•	Project planning 

manual

Technical data

VPP 40.3 DE VPP 40.3 BI VPP 40.3 DF
Processor
CPU Celeron P4500 1.86 GHz

Core i5-520M 2.4 GHz
Core i7-620M 2.66 GHz

Operating system Windows XP
Windows 7

Hardware
PCI/PCIe slots 1/0; 2/0; 1/1; 4/0; 2/2
Hard disk 1 x 320 GB (Standard)
Hard disk (RAID 1) 2 x 320 GB (Option)
Solid State Disk SSD 192 GB (Option)
DVD-ROM/DVD-RW DVD burner (Option)
Memory
Use / application 2 GB

4 GB
2 GB
4 GB

2 GB
4 GB

Display
Type TFT
Size 38.1 cm (15")
Colors/gray scales 16 Mio

Colors
Resolution 1024 x 768
Operation
Type Touch operation Keyboard operation Touch+function keys
Function keys 0 16
Machine keys 0 16
Additional keys 0 14
Keyboard Additional component VAK
Status LED Voltage

Hard disk
Temperature

UPS

http://www.boschrexroth.com/various/utilities/mediadirectory/index.jsp/?publication=NET&remindCcat=on&search_action=submit&ccat_id=13670&search_query=IndraControl VPP 40&language=en-GB
http://www.boschrexroth.com/various/utilities/mediadirectory/index.jsp/?publication=NET&remindCcat=on&search_action=submit&ccat_id=13670&search_query=IndraControl VPP 40&language=en-GB
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Interfaces
Ethernet 2 x Ethernet TCP/IP
USB 1 x USB 2.0 front

6 x USB 2.0
External service monitor 1 x VGA
Electrical data
Power supply U 24 V DC
Umin ... Umax 19 V DC ... 30 V DC
Power consumption 160 W
UPS External
Protection
Degree of protection front IP65
Degree of protection rear IP20
Miscellaneous
Colors RAL 7035 light gray
Load
Vibration resistance 1 g
Shock resistance 15 g
Norms and Standards
Certification CE/UL/CSA
Environmental conditions
Permissible temperature (operation) +5 °C ... +45 °C
Permissible humidity (operation) 5% ... 85%, EN 61131-2
Weight
Mass, 1/2 slot 6,4 kg
Mass, 4 slot 7,2 kg

Dimensions

VPP 40.3 BI VPP 40.3 DF VPP 40.3 DE
Dimensions
Height H, 1 slot [mm] 370 370 370
Width B, 1 slot [mm] 407 407 407
Length T, 1 slot [mm] 109 109 109
Height H, 2 slot [mm] 370 370 370
Width B, 2 slot [mm] 407 407 407
Length T, 2 slot [mm] 135 135 135
Height H, 4 slot [mm] 370 370 370
Width B, 4 slot [mm] 407 407 407
Length T, 4 slot [mm] 117 117 117
Screen size X [mm / "] 381 / 15 381 / 15 381 / 15
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Ordering information

Type code Description Material number:
VPP40.3DEK-2G0NN-C3D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Celeron P4500, 

1.86 GHz, 2 GB RAM, 1x PCI slot, 320 GB HDD
R911172466

VPP40.3BIK-2G0NN-C3D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Celeron P4500, 
1.86 GHz, 2 GB RAM, 1x PCI slot, 320 GB HDD

R911172467

VPP40.3BIM-2G0NN-D4D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Core i5-520M, 2.4 GHz, 
2 GB RAM, 4x PCI slots, 320 GB HDD

R911172469

VPP40.3DEM-2G0NN-D4D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i5-520M, 
2.4 GHz, 2 GB RAM, 4x PCI slots, 320 GB HDD

R911172468

VPP40.3BIM-2G0NN-D4D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Core i5-520M, 2.4 GHz, 
2 GB RAM, 4x PCI slots, 192 GB SSD

R911172879

VPP40.3DEM-2G0NN-D4D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i5-520M, 
2.4 GHz, 2 GB RAM, 4x PCI slots, 192 GB SSD

R911172877

VPP40.3DFM-2G0NN-D4D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys and touch screen, Core 
i5-520M, 2.4 GHz, 2 GB RAM, 4x PCI slots, 320 GB HDD

R911172842

VPP40.3DFL-2G0NN-D4D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys and touch screen, Core 
i5-520M, 2.4 GHz, 2 GB RAM, 2x PCI slots, 192 GB SSD

R911172976

VPP40.3BIK-4G0NN-D4D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Core i5-520M, 2.4 GHz, 
4 GB RAM, 1x PCI slot, 192 GB SSD

R911173842

VPP40.3BIM-4G0NN-D5D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Core i7-620M, 2.66 GHz, 
4 GB RAM, 4x PCI slots, 320 GB HDD

R911172472

VPP40.3DEM-4G0NN-D5D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i7-620M, 
2.66 GHz, 4 GB RAM, 4x PCI slots, 320 GB HDD

R911172471

VPP40.3BIK-4G0NN-D5D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, foil keys, Core i7-620M, 2.66 GHz, 
4 GB RAM, 1x PCI slot, 100 GB SSD

R911172878

VPP40.3DEK-4G0NN-D5D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i7-620M, 
2.66 GHz, 4 GB RAM, 1x PCI slot, 100 GB SSD

R911172913

VPP40.3DEN-4G0NN-D5D-DN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i7-620M, 
2.66 GHz, 4 GB RAM, 1x PCI and 1x PCIe slot, 320 GB HDD

R911173027

VPP40.3DEM-4G0NN-D5D-HN-NN-FW IndraControl VPP40.3, 38.1 cm (15") display, touch screen, Core i7-620M, 2.66 
GHz, 4 GB RAM, 4x PCI slots, 100 GB SSD

R911173232

Type code Description Material number:
FWA-VS3VP3-WXP-03VRS-A0-OEM Firmware, operating system Windows XP, English with MUI language exten-

sions (German, French, Italian, Spanish, Portuguese, Swedish)
R911172447

FWA-VS3VP3-WXP-03VRS-A0-OEM 
A1

Firmware, operating system Windows XP, English with MUI language exten-
sions (German, French, Italian, Spanish, Portuguese, Swedish) and Acronis 

data backup software

R911172448

FWA-VP3***-W7*-01VRS-A0-OEM Firmware, operating system Windows 7 (64-bit), English with language exten-
sions (German, French, Italian, Spanish, Portuguese, Swedish)

R911172607

FWA-VP3***-W7*-01VRS-A0-OEM A1 Firmware, operating system Windows 7 (64-bit), English with language exten-
sions (German, French, Italian, Spanish, Portuguese, Swedish) and Acronis 

data backup software

R911172608

Type code Description Material number:
VAP01.1H-W23-024-010-NN 24 V DC power supply unit, 100-120/200-240 V AC Auto Select R911171065
VAU01.1U-024-024-240-NN Uninterrupted power supply UPS, 24 V DC, 240 watts R911171024

Type code Description Material number:
DOK-SUPPL*-VPP*XX.3***-PR03-DE-P IndraControl VPP project planning manual (DE) R911323510
DOK-SUPPL*-VPP*XX.3***-PR03-EN-P IndraControl VPP project planning manual (EN) R911323511
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Accessories

Auxiliary components
Description

HMI/industrial PC Accessories IndraControl VAC, VAP, VAU



Local contact information can be found at:
www.boschrexroth.com/adressen
 
 

Bosch Rexroth AG
Postfach 13 57
97803 Lohr, Germany
Bgm.-Dr.-Nebel-Str. 2
97816 Lohr, Germany
Tel. +49 9352 18-0
Fax +49 9352 18-8400
www.boschrexroth.com/electrics 

© Bosch Rexroth AG 2012 
Subject to modification.
Printed in Germany

The data specified above only serve to describe the product.  
As our products are constantly being further developed, no 
statements concerning a certain condition or suitability for a certain 
application can be derived from our information. The information 
given does not release the user from the obligation of own judgment 
and verification.  
It must be remembered that our products are subject to a natural 
process of wear and aging.
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